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Electric
Forklift




Item

Identification

series

Maodel

Load capacity

Load center

Battery compartment size
Dimensions

Overhead guard height
Length to fork face
Overall width

Tuml'ng radius (In standard battery compartment)

angle stack width
{P ersmeiﬁx&ﬁln cleamnce T.9in}

ﬂ{ﬂ et size 4? 2‘:-11.2m. clesrance: 7.9in)
Wheels, Chassis

Tire type

Weight

Total approximate weight (W/O battery)
Performance

Travel speed, lcaded/unloaded

Battery voltage/rated capacity (5h)
Drive motor - 60 min. rating

Pump miotor - 15 min. rating

Drive motor contral method

Controls

NOTE: 1) With minimum weight battery.

| CPD1S
lbs 3000
in 24

in 130T 094 3087

in 84
in 81
in 43
in 69
in 131
in 139
Pneumatic
Ibs 6440
mph 9.3/9.9
ViAh 48480
HP 11
HP 14.2
MOSFET/AC
ZAP|

2)Option: Battery side-traction.

CPD15/18/20/25

Four Wheel Forklift 48V
(3000-5000 Ibs. Capacity)

G Series
CPD18 CPD20
3500 4000
24 24
3327 0943087 33,66 25,35 30.87
B4 85
81 a0
43 47
69 79
131 143
139 151
SE/Pneumatic Pneumatic
T100 9170
9.3/9.9 59/9.3
A8/480 487700
11 154
14.2 201
MOSFET/AC MOSFET/AC
ZAPI ZAP

Electric Forklift

CPD25
5000
4

33662535 X 30.87

85
S0
a7
a0
144
152

Preumatic

9590

9/9.3
48/700
154
20,1
MOSFET/AC
ZHPI

CPD30/35

Four Whee| Farklift 80V
(60007000 [bs. Capacity)

CPD30
G000
24

40.79 X 28463087

ar
]
49
&7
153
151

Prneumatic

10604

9.3f96
80/480
2.6
17.7
MOSFET/AC
ZAPI

CPD35
7000
24

40,79 2846 30.87

7.2
101
48.9
89.4
156
164

SE

12125

9.3/9.6
80,560
216
17.7
MOSFET/AC
ZAPI



Electric Forklift

CPDOB/10/125H

CPD15/18/205Q

Three Wheel Forklift 48V

Three Wheel Farklift (30004000 Ibs. Capacity)

Item

Identification

Series G Series G2 Series

Model Designation CPDO&5H-GAL CPD10SH-GAL CPD125H-GAL CPD155Q CPD185Q CPD205Q
Load Capacity Ibs 1764 2205 2646 2000 3500 4000
Load Center in 16 16 16 24 24 | 24
Battery compartment size in 38.97x25.19x26.18 38.97x20.94x26.18 38.97x20.94x26,18
D.imer:sicns

Overhead Guard Height in 75 75 15 80 80 BOD
Length to fork face in B4 80 96 TS T6.T 76.7
Overall Width in 33 33 33 42 a4 44
Tum:ng Radius {In standaed battery compartment) in 45 5l 51 58 62 62
H’ ﬁkfhmd marance7 Sin) in 1048 1111 1111 97 97 97

iP5 utslae#?'mmln‘c[mmm?ﬂn} in 114.7 1211 121.1 132 136 136
Wheels, Chassis

Tire type Polyurethane Polyurethane Polyurethane SE SE SE
Weight

Total Approximate Weight{W/0 battery) lbs 3715/3186 33546/3236 4255/3385 6925 7612 B08S
Performance

Travel Speed,loaded funloaded mph 4/4.9 4/4.9 4/4.9 &g &Efﬁj‘.} &g &fgm g‘; [&E"ﬁ%ﬂﬂ
Battery Voltage/rated capacity(5h) V/Ah 24/240 24/360 24/480 pired ity by
Drive Motor - 60 Min, Rating HP 35 3.5 3.5 B4l B4 Budxd
Pump Motar - 15 Min. Rating HP 4.0 4.0 4.0 15 15 15
Drive Motor Control Method MOSFET/AC MOSFET/AC MOSFET/AC MOSFET/AC MOSFET/AC MOSFET/AC
Contrals Curtis Curtis Curtis ZAP| ZAP| ZAPI

NOTER LI Wit minimum weight battery. "

2)Option: Battery side-traction.



ldentification
Series

Madel

Load capacity
Load center

Battery compartment size

Dimensions

Overhead guard height
Length to fark face

Overall width

Tumning radius {In standard battery compartment)
Réght angle stack width
E allet size A0x40in, clearance: T 2in)
ight angle stack width
(Pallet size 47,2047 Jin, chearance: 7.5in)

Wheels, Chassis
Tire type
Weight

Total approximate weight (W/O battery)

Performance

Travel speed, loaded/unloaded
Battery voltage /rated capacity (Sh)
Dirive motar- 60 min. rating

Pump motar - 15 min. rating

Drive motor contral method

Controls

NOTE: 1) With minimumweight battery.

|bs

mph
ViAh
HP

HP |

2}0ption: Battery side-traction.

Electric Forklift

CPD20
4000
24
1530246

88.5
84.8
42
7.6
858
145

Cushion

MOSFET/AC
ZAPI

CPD20/25/30/32

Four Wheel Forklift (Cushion Tire)
ABV (4000-6500 [bs. Capacity)

G Series
CPD25 CPD30
5000 6000
24 24
39,2530, 70 6 39 2534 b 6
845 88.5
85.2 91.4
42 a4
T30 79.6
B8.8 89.3
152 153
Cushion Cushion
10432 11377
1?}12“?'554 10810 E{48
%;?3]“ i’l*; illﬂ'ﬁllr:I
14 ﬁ 14348
2l &
MOSFET/AC MOSFET/AC
ZAPI ZAPI

CPD32
6500
24
3%, 25634 bdn24 6

885
822
44
80.2
89.9
153

Cushion

11597

81/85
1006/10,
35/1540
4351110
il

[£]
143
211
268

MOSFET/AC
ZAP|

Stand UF
(3000-4000 [bs. Capacity)

CPDsR15
3000
24

3B5T16HALET

a8
61.7
423
55.7
66.5
109

Cushion

5485

7.2/1.2
36,930
6.1
14.8
MOSFET/AC
ZAPI

CPDSR15/18/20

Counter Balance Forklift 36V

G Series
CPDSR1E
3500
24

JA5Tx18A%3LES

28
69.7
42.3
571.7
6.2

111

Cushion

5926

1.2/1.2
36/1085
6.1
14.8
MOSFET/AC
ZAPI

CPDsR20
4000
24
3B9Ta 453169

a8
T2.2
42.3

B0
65.1
113.5

Cushion

s970

7.2/1.2
I6/1240
6.1
14.8
MOSFET/AC
ZAPI



