Li-ion
Forklifts




Li-ion Forklifts-Pneumatic Tire

CPD15/18/20SQ CPD10/15/18
Three Wheel Forklift ( Li-ion ) 48V (3000-4000 lbs. Capacity) Four Wheel Li-ion Forklift 80V (2000-3500 lbs. Capacity)
.’f |dentification | |
’ Series | | _ G2 Series _ | ) G Series _
Model designation _ _ CPD15 _ CPD18 _ CPD20 _ CPD10 _ CPD15 _ CPD18
| Configuration number 7 SQ-GB2Li SQ-GB2Li SQ-GB2Li GB2Li 7 GB2Li GB2Li
I Load capacity Ibs 3000 3500 4000 2000 3000 3500
B Loadcenter | in | 24 ' 24 ' 24 ' 20 ' 20 ' 20
| Battery compartmentsize ' | in | 3898X20.94x17.32 | 38.98X25.20x17.32 | 38.98X2520X17.32 - _ - -
"~ Dimensions | | | | | | |
rl r Overhead guard height | in 80 . 80 . 80 . 83.9 839 . 839
[ Lengthto fork face | in 73 . 77 . 7 . 8L.5 81.5 . 815
 Overall width | in 42 . 44 . 44 . 42.8 42.8 . 4238
’ h | Turning radius (In standaed battery compartment) in 58 | 63 | 63 | 68.9 | 68.9 | 68.9
| Wheels, chassis |
L Tire (front) ' ' 18%7-8 ' 200/50-10 ' 200/50-10 ' 6.00-9-10PR ' 6.00-9-10PR ' 6.00-9-10PR
Tire (rear) ﬁ ' 140/55-9 ' 140/55-9 ' 140/55-9 | 16X6-8-10PR  16X6-8-10PR | 16%6-8-10PR
Tire type 7 SE SE SE Pneumatic 7 Pneumatic Pneumatic
i | _ | | | |
Total approximate weight (W/O battery) lbs | 6591 7385 7936 5952 ' 6515 6845
Performance | | _ _ _ | _
Travel speed, loaded/unloaded mph 10/10 10/10 10/10 9/10 9/10 9/10
Lifting speed, loaded/unloaded " mph 0.85/1.34 ' 0.96/1.34 ' 0.89/1.34 ' 0.92/1.34 0.89/1.34 ' 0.85/1.34
Battery voltage/rated capacity (5h) | V/Ah 48/404 ' 48/404 ' 48/404 ' 80/202 80/202 ' 80/202
Drive motor - 60 min. rating " HP 7.2%2 ' 7.2x2 ' 7.2x2 ' 11 1 ' 11
Pump motor - 15 min. rating T 14.8 ' 148 ' 14.8 ' 14.2 ' 14.2 ' 142
Drive motor control method ' ' MOSFET/AC ' MOSFET/AC ' MOSFET/AC ' MOSFET/AC ' MOSFET/AC ' MOSFET/AC
Controls ' ' ZAPI ' ZAPI ' ZAPI ' ZAPI ' ZAP| ' ZAPI



Item

Identification
Series

Model designation
Configuration number

Load ca_pacit_y
Load center

Battery compartment size

Dimensions

Overhead guard he.ight
Length to fork face

Overall width

Turning radius (In standaed battery compartment) in

Wheels, chassis
Tire (front)

Tire (rear)

Tire type
Weight

Total approximate weight (W/O battery)

Performance

Travel speed, loaded/unloaded
Lifting speed, loaded/unloaded
Battery voltage/rated capacity (5h)
Drive motor - 60 min. rating

Pump motor - 15 min. rating

Drive motor control method

Controls

: lbs

mph |
mph |
V/Ah |

HP

 HP

CPD20
GB2Li
4000
20

33.66X25.35X28.5

85
89.4
47
79

23X 9-10-16PR
18X 7-8-14PR
Pneumatic

7980

10/10
0.78/1.14
80/271
16
20
MOSFET/AC
ZAPI

Li-ion Forklifts-Pneumatic Tire

CPD20/25/30/35

Four Wheel Li-ion Forklift 80V (4000-7700 lbs. Capacity)

CPD25
GB2Li
5000
20

33.66x25.35X28.5

85
89.8
47
80

23X 9-10-16PR
18X7-8-14PR
Pneumatic

8620

10/10
0.74/1.14
80/271
16
20
MOSFET/AC
ZAPI

CPD30
GB2Li
6000
20

40.79%28.46 x29.17

85
89.4
49
88

28x9-15-12PR
200{50-10
Pneumatic/Solid

9898

11/11.2
0.76/1.03
80/404
222
18
MOSFET/AC
ZAPI

CPD35
GB2Li
7700
20

40.79X28.46 X29.17

85
1004
49
89

28%9-15
200/50-10
Solid

11243

10/11
0.73/1.00
80/404
i,

18
MOSFET/AC
ZAPI




Li-ion Forklifts-Pneumatic Tire

CPD40/45/50 CPD85/100
.( Item Four Wheel Li-ion Forklift 80V (8000-11000 bs. Capacity) Four Wheel Li-ion Forklift 80V (18700-22000 |bs. Capacity)
m |dentification _ |

Series | | G3 Series _ | G Series

‘I Model designation | CPD40 [ CPD45 CPD50 CPD85 CPD100
Configuration number GB2Li GB2Li GB2Li GA2Li GAZLi
Load capacity Clbs 8000 9000 11000 18700 22000
Load center | in 20 20 | 20 _ 24 _ 24
Battery compartment size | in  38.58X33.89x31.42 38.58X33.89x3142 | 38.58x33.89x3142 . | *
Dimensions | | _ | | |
Overhead guard height | in 90 90 . 90 | 96 . 96
Length to fork face | in 115 115 . 115 . 141 . 148
Overall width in 53 53 . 59 . 83.3 . 83.3
Turning radius (In standaed battery compartmentj in 101 7 101 101 123.6 130.7
Wheels, chassis
Tire (front) ' ' 250-15 ' 250-15 ' 28%12.5-15 ' 8.25-15 ' 8.25-15
Tire (rear) ' 21%8-9 21X8-9 ' 21X8-9 ' 250-15 ' 250-15
Tire type ' ' Solid ' Solid ' Solid ' Solid ' Solid
Weight | |
Total approximate weight (W/O battery) | lbs 14700 15068 | 15855 | 25706 _ 28440
Performance _ | _ | | |
Travel speed, loaded/unloaded mph 8/8.7 8/8.7 8/8.7 8.7/9.9 8.1/9.3
Lifting speed, loaded/unloaded ' mph 0.69/1.00 0.63/1.00 ' 0.58/1.00 ' 0.67/0.83 ' 0.56/0.76
Battery voltage/rated capacity (5h) | V/Ah 80/542 80/606 ' 80/606 ' 80/808 ' 80/1084
Drive motor - 60 min. rating | HP 26.8 _ 26.8 26.8 22.93%2 22.83x2
Pump motor - 15 min. rating | HP 355 355 355 35.54X2 35.54x2
Drive motor control method ' ' MOSFET/AC ' MOSFET/AC ' MOSFET/AC ' MOSFET/AC ' MOSFET/AC

Controls | ZAPI | ZAPI ZAPI ZAPI _ ZAPI




Identification

Series

Model designation
Configuration number
Load capacity

Load center

Battery compartment size
Dimensions

Overhead guard height
Length to fork face “
Overall width

Wheels, chassis

Tire {fror_\t)

Tire (rear)

Tire type

Weight

Total approximate weight (W/O battery)
Performance

Travel speed, loaded/unloaded
Lifting speed, loaded/unloaded
Battery voltage/rated capacity (5h)
Drive motor - 60 min. rating

Pump motor - 15 min. rating

Drive motor control method
Controls

Turning radius (In standaed battery compartment) in

: lbs

. mph |
_ mph |
| V/Ah |

Li-ion Forklifts-Cushion Tire

CPD20
GA2CLi
4000
24
39.25X30.70X24.6

88.5
84.8
42
2.6

88.8
1453
Cushion

9903

10.6/10.6
0.89/1.34
48/990
142
26.8
MOSFET/AC
ZAPI

CPD25
GA2CLi
5000
24

39.2530.70x 24.6

88.5
85.2
42
73.0

88.8
145.7
Cushion

10432

10.6/10.6
0.89/1.34
48/990
14.2
26.8
MOSFET/AC
ZAPI

CPD20/25/30/32

Four Wheel Li-ion Forklift {Cushion Tire) 48V (4000-6500 lbs. Capacity)

CPD30
GA2CLi
6000
24

35.25X34.64X24.6

885
91.4
44
796

89.3
152.8
Cushion

11377

10.6/10.6
0.78/1.9
48/1110
14.2
26.8
MOSFET/AC
ZAPI

CPD32
GA2CLi
6500
24
39.2534.64 X24.6

88.5
92.2
44
80.2

89.9
153.4
Cushion

11597

10.6/10.6
0.78/1.9
48/1110
14.2
26.8
MOSFET/AC
ZAPI




Item

Identification

Series

Model designation
Configuration number

Turning radius (In standaed battery compartment:} in
Wheels;chesia

Drive motor control method

Controls

Load capacity ' lbs |
L_-oad center in
Battery compartment size | in
Dimensions

Overhead guard height in
I_.éngth to fork face in
Overall width in
Reach stroke I in

Tire type

Weight |
Total approximate weight (W/O battery) lbs
Pedormance o
Travel speed, loaded/unloaded | mph
Battery voltage v
Batter-y rated -ca__pacity(Sh} Ah |
Drive motor - 60 min. rating HP
Pump motor - 15 min. rating HP

Li-ion Forklifts-Narrow Aisle

CQD16/18X1

Scissor Fork Reach Forklift (Li-ion)

G Series
CQD16X1 '
GB2R
3500
24
39.5X15.2%3L8

91
71
43
24
67

PU
5400

6.5/73
48
404
9.4
20.1
MOSFET/AC
ZAPI

CQD18X1
GB2R
4000

24

39.5X16.8X31.8

91
73
43
24
69

PU

5644

6.5/73
48
542
9.4
20.1
MOSFET/AC
ZAPI

CQD14X2

Double Scissor Fork Reach Forklift (Li-ion)

G Series
CQD14x2
GB2RLi
3000
24
39.5X16.8X31.8

91
77
42.9
43
72

PU

6063

6.2/6.8
48
930
9.4
20.1
MOSFET/AC
ZAPI



Li-ion Forklifts-Narrow Aisle

CQD15/18 CQD20/25 CQD16/20

Item Stand-on Reach Forklift (Li-ion) Stand-on Reach Truck(Li-ion) Stand-up Reach Truck(Li-ion)
Identification I I I
Series ' [ G2 Series ' G2 Series ' G2 Series

* Model designation ' €QD15 ' CQD18 ' CQD20 cQD25 ' cQD16 ' CQD20
Configuration number GE2RLi GE2RLi GC2RLi GC2RLi GB3SLi GB3sLi
Load capacity i | Ibs | 3000 3500 4000 5000 3527 4409
Load center | in 20 _ 20 _ 20 | 20 _ 24 _ 24
Battery compartment size _ | 402x14.1X248 | 402X17.3X248 |  40.7x13.8x32.4  40.7x138x324 | 48x1.7x31 |  48X13.8x3l
Dimensions
Overhead guard height | in_ | 88.6 88.6 88.6 88.6 87.2 872
Length to fork face in 67.8 4.3 50.6 50.6 51.8 532
Overall width B 429 ' 429 ' 46.8 46.8 ' 50 ' 50
Reach stroke | in 21.7 ' 25 ' 265 333 ' 23.8 ' 24.4
Turning radius (In standaed battery compartment) i 7 63.6 69.9 70.7 7 174 66.5 69
Wheels, chassis . . - . . - . .
Tire type ' ' PU ' PU ' PU ' PU ' PU ' PU
e | _ | | _ | |
Total approximate weight (W/O battery) [ bs | 5721 ' 5831 ' 7055/5400 ' 7120/5465 ' 7627/6680 ' 8047/6801
Performance
Travel speed, loaded/unloaded | mph 6/6.5 | 6/6.5 | 6.2/7.1 | 6.2/7.1 _ 11/12 | 12/14
Battery voltage v 48 48 48 48 48 48
Battery rated capacity(5h) | An 345 ' 360 ' 404 404 ' 404 ' 404
Drive motor - 60 min. rating ' HP 6.7 ' 6.7 ' 6.7 6.7 ' 8 ' 10.7
Pump motor - 15 min. rating ' HP 13.4 ' 134 ' 13.4 134 ' 14.7 ' 167
Drive motor control method ' [ MOSFET/AC ' MOSFET/AC | MOSFET/AC [ MOSFET/AC ' MOSFET/AC ' MOSFET/AC
Controls ' ' ZAPI ' ZAPI ' ZAPI ' ZAPI ' Inmmtion ' Inmmtion

10



